
Automatic Gun On/Off Control

220 VAC
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IMPORTANT: The illustration below 
shows the red and blue air line 
orientation for “Gun #1.” The red and 
blue air line orientation for “Gun #2” 
is reversed as shown.

Gun ON/OFF 
Pressure Requlator 
(100 PSI Nominal)

Gun #1 
On/Off & Spray Control 

Airline Orientation

Blue Tubing “Valve OFF” 

Red Tubing “Valve ON” 

Customer Air Input 
(80-120 PSI, 1/4" NPT)

Accessory #1 
Connector on 
Control Box

922-060
  Ground (Green)

  Power to Coils (White)

  To 4 Pin connector #2
  ----
  ----
  ----
  ----

  Power to Coils (Black)

  To 4 Pin connector #4

XP-922-060
  Ground (Green)

  ----

  ----

  Power to Coils (White)

  Power to Coils (Black)

  To 4 Pin connector #2

  To 4 Pin connector #4

  ----

  ----
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4 Pin Female Connector
Pin # Connection

  Ground (Green)

  Neutral (White) 

  ----

  L1 Power (Black)
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120 VAC

Normally Open 
Contact

120 VAC 220 VAC

On/Off 
Valve On/Off 

Valve

 

Replacement Harness

120 VAC 220 VAC
922-192 XP-922-192
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To Accessory #2 
Connector on 
Control Box

On/Off & Spray Control 
Airline Orientation

Gun #2 
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Automatic Gun On/Off Control

Remote Trigger Switch 
922-044

Remote Run Cable  
for OEM Interface 

922-041

Foot Switch 
922-045

Contact Closure Activates Motor and Valve Simultaneously
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